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Application
min. 3 cm depth extra small channel letters

Features
• selected SMD diode with  enhanced   
 brightness
• small size
• aluminum PCB for superb heat dissipation
• chain of 40 pieces
• assembly with         tape

0.3W 25lm

IP65 12V
DC selected

2Year
Warranty

the world’s smallest LED module
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Number of 
modules:
29*

* the exact number of modules depends on the used materials
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Micro¹
Technical specifications

0.3 WNominal power usage

Luminous Flux

120°

12 V DC

Beam angle

Input Voltage

Basic colors

17 x 5 x 3 mm

25 ± 5 mm

42 mm

40 pcs / 2000 pcs

min. 30 mm

-40°C ÷ +60°C

≥82

IP65

Module dimensions (L x W x D)

Cable length

Module length incl. cable

No. of modules in the chain / bag

Suggested distance to the front plate

LED module applications

Lifespan

Working temperature

Color Rendering Index

IP Rating

~50 000 h

extra small channel letters

2 yearsWarranty

WW | warm white |  ~3 000K
NW | neutral white |  ~4 000K
WH | white |  ~6 500K

Additional colors on request CW | cold white | ~10 000K

WW | 20 lm
NW | 20 lm
WH | 25 lm
CW | 20 lm 


